//IGASTROPARTS

STORK@KKEN SERVICE & RESERVEDELE

Produktinformation:

Varenavn:
Aflgbsslange @ 47 mm 1500 mm

Varenr:
G91353

Pris:
265,00 DKK /stk

Link:
https://gastroparts.dk/shop/p/afloebsslange-oe-47-mm-1500-mm-G91353

Beskrivelse:

Albue indvendig @ 47 mm / udvendig @ 60 mm

Mal:

Leengde: 1500 mm
Bredde: mm
Hgjde: mm

Veegt: 200 gr

Fabrikater:

e FAGOR
AD-48 (AD-48), AD-48 B (AD-48 B), AD-48 B DD (AD-48 B DD), AD-48 C (AD-48 C), AD-48 D (AD-48 D), AD-48 DD (AD-48 DD), AD-64 (AD-64), AD-64 B (AD-64 B), AD-64 B DD (AD-64 B
DD), AD-64 BT DD (AD-64 BT DD), AD-64 C (AD-64 C), AD-64 D (AD-64 D), AD-64 DD (AD-64 DD), AD-72 (AD-72), AD-72 W (AD-72 W), FI-30 (FI-30), FI-30 AR (FI-30 A.R), FI-30 A.R+DD
(FI-30 A.R+DD), FI-30 B (FI-30 B), FI-30 B-BTUK (FI-30 B-BTUK), FI-30 UK (FI-30 UK), FI-48 (FI-48), F1-48 AR (FI-48 AR), FI-48 B (FI-48 B), FI-48 B-BTUK (FI-48 B-BTUK), FI-48 C (FI-48 C),
FI-48 D (FI-48 D), FI-48 HY CLINIC (FI-48 HY CLINIC), FI-48 W (FI-48 W), FI-60 DD (FI-60 DD), FI-64 (FI-64), FI-64 AR (FI-64 AR), FI-64 B (FI-64 B), FI-64 B-BT (FI-64 B-BT), FI-64 C (FI-64
C), FI-64 D (FI-64 D), FI-64 HY CLINIC (FI-64 HY CLINIC), FI-64 W (FI-64 W), FI-72 (FI-72), FI-72 AR (FI-72 AR), FI-72 W (FI-72 W), (AD-120), (AD-120B), (ADE-120), (ADE-1208B), (CO-112),
(CO-112 B), (CO-112 B DD), (CO-112 DD), (CO-172), (CO-172 B), (CO-172 B DD), (CO-172 DD), AD-120 CW (AD-120 CW), AD-125 (AD-125), AD-125 (AD-125), AD-125 S (AD-125 S), AD-
125 S (AD-125 S), AD-125 SOFT (AD-125 SOFT), AD-125 SOFT (AD-125 SOFT), AD-125 SOFT S (AD-125 SOFT S), AD-125 SOFT S (AD-125 SOFT S), AD-90 (AD-90), AD-90 B A (AD-90 B
A), AD-90 B BT (AD-90 B BT), AD-90 B DD (AD-90 B DD), AD-90 DD (AD-90 DD), CO-110 (CO-110), CO-110 (CO-110), CO-110 (CO-110), CO-110 B (CO-110 B), CO-110 B DD (CO-110 B
DD), CO-110 DD (CO-110 DD), CO-142 (CO-142), CO-142 (CO-142), CO-142 S (CO-142 S), CO-142 S (CO-142 S), CO-142W (CO-142W), CO-170 (CO-170), CO-170 B (CO-170 B), CO-170
B DD (CO-170 B DD), CO-170 DD (CO-170 DD), CO-170 HRS (CO-170 HRS), CO-170 HRS B DD (CO-170 HRS B DD), COP-144 (COP-144), COP-144 (COP-144), COP-144 S (COP-144 S),
COP-144 S (COP-144 S), COP-173 (COP-173), COP-173 B (COP-173 B), COP-173 B DD (COP-173 B DD), COP-173 DD (COP-173 DD), COP-173 HRS (COP-173 HRS), COP-173 HRS B DD
(COP-173 HRS B DD), COP-173 HRS DD (COP-173 HRS DD), COP-173 SOFT (COP-173 SOFT), COP-174 (COP-174), COP-174 B (COP-174 B), COP-174 B DD (COP-174 B DD), COP-174
DD (COP-174 DD), COP-174 HRS (COP-174 HRS), COP-174 HRS B DD (COP-174 HRS B DD), COP-174 HRS DD (COP-174 HRS DD), COP-174W (COP-174W), COP-174W HRS (COP-
174W HRS), ECO-120 (EC0-120), ECO-120 B (ECO-120 B), FI-100 (FI-100), FI-100 AR (FI-100 AR), FI-100 B (FI-100 B), FI-100B BT UK (FI-100B BT UK), FI-120 (FI-120), FI-120 AR+DD (FI-
120 AR+DD), FI-120 B (FI-120 B), FI-120 C (FI-120 C), FI-120 HYCLINIC (FI-120 HYCLINIC), FI-120 W (FI-120 W), FI-80 (FI-80), FI-80 AR (FI-80 AR), FI-80 W (FI-80 W), FI-80B BT UK (FI-80B
BT UK), 2700 (2700), 2700 (2700), 2700 D (2700 D), 2700 D (2700 D), 2700 | (2700 1), 2700 | (2700 I), 4000 (4000), 4000 (4000), 4000 D (4000 D), 4000 D (4000 D), 4000 | (4000 I), 4000 |
(4000 1), 6000 (6000), 6000 (6000), 6000 D (6000 D), 6000 D (6000 D), 6000 | (6000 I), 6000 | (6000 I), CCO-120 CW 230V (CCO-120 CW 230V), CCO-120 CW 230V (CCO-120 CW 230V),
CCO-120 CW 400V (CCO-120 CW 400V), CCO-120 CW 400V (CCO-120 CW 400V), CCO-120 ECO 230V (CCO-120 ECO 230V), CCO-120 ECO 230V (CCO-120 ECO 230V), CCO-120 ECO
400V (CCO-120 ECO 400V), CCO-120 ECO 400V (CCO-120 ECO 400V), CCO-120 HW 230V (CCO-120 HW 230V), CCO-120 HW 230V (CCO-120 HW 230V), CCO-120 HW 400V (CCO-120
HW 400V), CCO-120 HW 400V (CCO-120 HW 400V), CCO-160 CW 230V (CCO-160 CW 230V), CCO-160 CW 230V (CCO-160 CW 230V), CCO-160 CW 400V (CCO-160 CW 400V), CCO-160
CW 400V (CCO-160 CW 400V), CCO-160 ECO 230V (CCO-160 ECO 230V), CCO-160 ECO 230V (CCO-160 ECO 230V), CCO-160 ECO 400V (CCO-160 ECO 400V), CCO-160 ECO 400V
(CCO-160 ECO 400V), CCO-160 HW 230V (CCO-160 HW 230V), CCO-160 HW 230V (CCO-160 HW 230V), CCO-160 HW 400V (CCO-160 HW 400V), CCO-160 HW 400V (CCO-160 HW
400V), CCO-180 CW 230V (CCO-180 CW 230V), CCO-180 CW 400V (CCO-180 CW 400V), CCO-180 ECO 230V (CCO-180 ECO 230V), CCO-180 ECO 400V (CCO-180 ECO 400V), CCO-180
HW 230V (CCO-180 HW 230V), CCO-180 HW 400V (CCO-180 HW 400V), CCO-320 CW 230V (CCO-320 CW 230V), CCO-320 CW 230V (CCO-320 CW 230V), CCO-320 CW 400V (CCO-320
CW 400V), CCO-320 CW 400V (CCO-320 CW 400V), CCO-320 ECO 230V (CCO-320 ECO 230V), CCO-320 ECO 230V (CCO-320 ECO 230V), CCO-320 ECO 400V (CCO-320 ECO 400V),
CC0-320 ECO 400V (CCO-320 ECO 400V), CCO-320 HW 230V (CCO-320 HW 230V), CCO-320 HW 230V (CCO-320 HW 230V), CCO-320 HW 400V (CCO-320 HW 400V), CCO-320 HW
400V (CCO-320 HW 400V), ECO-2700 (ECO-2700), ECO-2700 (ECO-2700), ECO-4000 (ECO-4000), ECO-4000 (ECO-4000), ECO-6000 (ECO-6000), ECO-6000 (ECO-6000), FI-2700 (FI-
2700), FI-2700 (FI-2700), FI-4000 (FI-4000), F1-4000 (FI-4000), FI-6000 (FI-6000), FI-6000 (FI-6000),

* MASTRO

e VIRTUS
Relateret produkter:

Billede:


https://gastroparts.dk/shop/p/afloebsslange-oe-47-mm-1500-mm-G91353
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